ST-100

Cergevesiz cam korkuluklar igin aliiminyum bazali sistemde 15cm & 30cm aliiminyum baza takozlar ile cam sabitlenir.
Aliiminyum baza takozlarinda plastik kama, ara parga ve iistten sikistirma yapan m8 setskur vida gibi sabitleme
malzemeleri bulunmaktadir. Ayrica Cam derz bogluguna takoz iist kanali vasitasiyla takilan ara sabitleme pargasi ile
sistemin esnemesi minimuma indirgenmistir. Camlar aliiminyumbaza takozlariyla sabitlendikten sonra 6 metre
uzunlugunda aliiminyum profil kaplama kapaklari ile sistem kapatilir. Kapaklar eloksal veya ral toz boya ile kaplanabilir.
* Malzeme: Aliiminyum

*Kurulum Tipi: 15¢m ve 30cm Takoz / Tam Boy Aliiminyum Kapak Profili

*Montaj Tipi: Ustten monte cam korkuluk

*Kaplama Segenegi: Eloksal / RAL Toz Boya

*Cam Kalinlig1: 6 + 6mm / 8 + 8mm / 10 + 10mm uyumlu *

BS-6180 ve EN-12600 normuna gore test sonuglar1 alinmugtir.

ST-100

For frameless glass balustrades, the glass is fixed with 15cm & 30cm aluminum base wedgesin the aluminum base system.
Aluminum base wedges contain fixing materials such as plastic wedges, spacers and m8 setskur screws that tighten
from above. In addition, the flexing of the system is minimized with the intermediate fixation piece attached to the
glass joint gap via the wedge upper channel. After the windows are fixed with aluminum base wedges,

the system is closed with 6 meters long aluminum profile coating covers. Covers can be coated with anodized

or ral powder paint.

* Material: Aluminum

« Installation Type: 15¢cm and 30cm Wedge / Full Length Aluminum Cover Profile

» Mounting Type: Top mounted glass balustrade

* Coating Option: Anodized / RAL Powder Coating

* Glass Thickness: 6 + 6mm / 8 + 8mm / 10 + 10mm compatible

Test results were obtained according to BS-6180 and EN-12600 norms.
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ST-100U

Cergevesiz cam korkuluklar i¢in aliiminyum bazali sistemde 15cm & 30cm aliiminyum baza takozlan ile cam sabitlenir.
Aliiminyum baza takozlarinda plastik kama, ara par¢a ve tistten sikistirma yapan m8 setskur vida gibi sabitleme
malzemeleri bulunmaktadir. Ayrica Cam derz bosluguna takoz iist kanali vasitasiyla takilan ara sabitleme pargasi ile
sistemin esnemesi minimuma indirgenmistir. Camlar aliminyumbaza takozlariyla sabitlendikten sonra 6 metre
uzunlugunda aliiminyum profil kaplama kapaklar ile sistem kapatilir. Kapaklar eloksal veya ral toz boya ile kaplanabilir.
* Malzeme: Aliiminyum

*Kurulum Tipi: 15¢cm ve 30cm Takoz / Tam Boy Aliiminyum Kapak Profili

*Montaj Tipi: Ustten monte cam korkuluk

*Kaplama Secenegi: Eloksal / RAL Toz Boya

*Cam Kalinhgi: 6 + 6mm /8 + 8mm / 10 + 10mm uyumlu

BS-6180 ve EN-12600 normuna gore test sonuglar alinmistir.
ST-100U

For frameless glass balustrades, the glass is fixed with 15cm & 30cm aluminum base wedgesin the aluminum base system.
Aluminum base wedges contain fixing materials such as plastic wedges, spacers and m8 setskur screws that tighten

from above. In addition, the flexing of the system is minimized with the intermediate fixation piece attached to the

glass joint gap via the wedge upper channel.After the windows are fixed with aluminum base wedges.

the system is closed with 6 meters long aluminum profile coating covers. Covers can be coated with anodized
or ral powder paint.

* Material: Aluminum

« Installation Type: 15cm and 30cm Wedge / Full Length Aluminum Cover Profile
* Mounting Type: Top mounted glass balustrade

« Coating Option: Anodized / RAL Powder Coating

* Glass Thickness: 6 + 6mm / 8 + 8mm / 10 + 10mm compatible

Test results were obtained according to BS-6180 and EN-12600 norms.
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Zemin Ustu

Based

ST-130

Cergevesiz cam korkuluklar igin aliiminyum bazal sistemde 15cm & 30cm aliiminyum baza takozlar ile cam sabitlenir.
Aliiminyum baza takozlarinda camin zemine oturan kisimlarina her iki tarafina oturan plastik takozlama yapilarak zam takozun
i¢ine yerlestirilir takoz kanallarina takilan vida ve sapkali somunlar sayesinde cam sikistirma ve cam terazi ayar yapilir.
Alliminyum takozlarin i¢ kisimlarindaki ayar vidalan sayesinde zemin bozuklugu ve terazisizligi durumunda kolayca ayar

yapilarak montaj saglanmig olur. Ayrica Cam derz bosluguna takoz ist kanali vasitasiyla takilan ara sabitleme pargasi ile
sistemin esnemesi minimuma indirgenmnigtir.

Bu sistemde Tam boy,par¢ali takoz ve gémme sistem uygulanabilmektedir.
* Malzeme: Aliiminyum

* Kurulum Tipi: 15cm ve 30cm Takoz / Tam Boy Aliiminyum Kapak Profili
*» Montaj Tipi: Ustten monte cam korkuluk

« Kaplama Segenegi: Eloksal / RAL Toz Boya

e Cam Kalinligi: 6 + 6mm /8 + 8mm / 10 + 10mm uyumlu

BS-6180 ve EN-12600 normuna gore test sonuglari alinmigtir.
ST-130

For frameless glass balustrades, the glass is fixed with 15¢m & 30cm aluminum base wedges in the aluminum base system.
In aluminum base wedges, plastic wedges are placed on both sides of the glass that sit on the floor, and the raise is placed inside
the wedge. Thanks to the screws and cap nuts attached to the wedge channels, glass compression and glass scale adjustment
are made. Thanks to the adjustment screws on the inside of the aluminum wedges, in case of unevenness of the floor and
unbalance, it is easily adjusted and assembly is ensured. In addition, the flexing of the system is minimized with the intermediate
fixation piece attached to the glass joint gap via the wedge upper channel.
In this system, full length, partial wedge and recessed system can be applied.
« Material: Aluminum
« Installation Type: 15cm and 30cm Wedge / Full Length Aluminum Cover Profile
* Mounting Type: Top mounted glass balustrade
« Coating Option: Anodized / RAL Powder Coating
« Glass Thickness: 6 + 6mm /8 + 8mm / 10 + 10mm compatible

Test results were obtained according to BS-6180 and EN-12600 norms.

AL-130 -/AL-1 35 AS-10 /AT—12 ATL-25 ADL-105
= /







Zemin Ustu bazal sistem
Based System On lhg Ground

ST-130A

Cergevesiz cam korkuluklar i¢in aliiminyum bazali sistemde 15¢m & 30cm aliiminyum baza takozlari ile cam sabitlenir.
Aliiminyum baza takozlarinda camin zemine oturan kisimlarina her iki tarafina oturan plastik takozlama yapilarak zam takozun
igine yerlestirilir takoz kanallarina takilan vida ve sapkali somunlar sayesinde cam sikigtirma ve cam terazi ayan yapilir.
Aliiminyum takozlarin i¢ kisimlarindaki ayar vidalari sayesinde zemin bozuklugu ve terazisizligi durumunda kolayca ayar
yapilarak montaj saglanmig olur. Ayrica Cam derz bosluguna takoz list kanali vasitasiyla takilan ara sabitleme pargas: ile
sistemin esnemesi minimuma indirgenmnistir.

Bu sistemde Tam boy,pargali takoz ve gomme sistem uygulanabilmektedir.

* Malzeme: Aliiminyum

* Kurulum Tipi: Tam Boy Aliiminyum Kapak Profili

» Montaj Tipi: Ustten monte cam korkuluk

» Kaplama Segenegi: Eloksal / RAL Toz Boya

» Cam Kalinligi: 6 + 6mm / 8 + 8mm / 10 + 10mm uyumlu

BS-6180 ve EN-12600 normuna gore test sonuglari alimustir.
ST-130A

For frameless g]ass balustrades, the glass is fixed with 15cm & 30cm aluminum base wedges in the aluminum base system.

In aluminum base wedges, plastic wedges are placed on both sides of the glass that sit on the floor, and the raise is placed inside
the wedge. Thanks to the screws and cap nuts attached to the wedge channels, glass compression and glass scale adjustment

are made. Thanks to the adjustment screws on the inside of the aluminum wedges, in case of unevenness of the floor and
unbalance, it is easily adjusted and assembly is ensured. In addition, the flexing of the system is minimized with the intermediate
fixation piece attached to the glass joint gap via the wedge upper channel.

In this system, full length, partial wedge and recessed system can be applied.

* Material: Aluminum

* Installation Type: Full Length Aluminum Cover Profile

* Mounting Type: Top mounted glass balustrade

* Coating Option: Anodized / RAL Powder Coating

* Glass Thickness: 6 + 6mm / 8 + 8mm / 10 + 10mm compatible

Test results were obtained according to BS-6180 and EN-12600 norms.
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